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Mono channels
Microphone input

Frequency response
Distortion(THD+N)

Gain range
Max. input
LOW CUT

SNR
Phantom power

 
Line input

Frequency response
Distortion(THD+N)

Sensitivity range
Compressor

Stereo input channels
Mic input
LOW CUT
Line input

Frequency response
Distortion(THD+N)

Sensitivity range
SNR

Channels EQ
High
Mid
Low

2-TRACK IN
TAPE IN

Frequency Response
Distortion (THD+N)

Gain Range

STEREO RETURN
Input

Frequency response
Distortion(THD+N)

GAIN range
SNR

Impedances
Microphone input

All other input
Tape out

All other out

Main mix section
Max. MAIN MIX output

 AUX  range
Fader range

PHONES/CONTROL-ROOM
 range

Hum & Noise

Crosstalk

Power supply
AC adaptor 18VAC

Power consumption 
Dimensions

Weight

XLR balanced
10Hz to 55kHz,+/-3dB
<0.03% at +0dB ,22Hz~22kHz  A-weighted
0dB to -50dB  
+15 dB 
75Hz
<-100dBr   A-weighted
+48V  with switch control

1/4’ TRS balanced
10Hz to 55kHz,+/-3dB
<0.03% at +0dB ,22Hz~22kHz  A-weighted
+15dB~ -35dB  
GAIN:0~9dB
THRESHOLD:20dB--->↓5dB
  

XLR balanced
75Hz
1/4’ TRS or TRS/RCA  un-balanced 
10Hz to 55kHz,+/-3dB
<0.03% at +0dB ,22Hz~22kHz  A-weighted
+15dBu~ -35dBu
<-100dBr   A-weighted
  
Mono channel		  Stereo channel
+/-15dB @12kHz		  +/-15dB @12KHz
+/-15dB @2.5kHz
+/-15dB @80Hz		  +/-15dB @80Hz
 
 
RCA  jack
10Hz to 55kHz,+/-3dB
<0.03% at +0dB ,22Hz~22kHz  A-weighted
OFF to 0dB
 
 
1/4’ TRS un-balanced
10Hz to 55kHz,+/-3dB
<0.03% at +0dB ,22Hz~22kHz  A-weighted
OFF TO +10dB
<-100dBr   A-weighted
 

1.8kΩ
10kΩ or greater
1kΩ
120Ω
 

+22dBu un-balanced
OFF  to  +10dB
OFF  to  +10dB
OFF  to  +10dB

<-80dB @ 20Hz~22kHz  A-weighted﹑1 channel & MAIN
level:0dB,the other :minimum
<-80dB @0dB 20Hz~22kHz  A-weighted﹑MAIN
level:0dB,the other :minimum
 

1000mA
24W(all loaded)
L=384mm, W=250mm, H=80mm
2,300 kg

SPECIFICATIONS
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With two transparent sound mic inputs, two stereo line inputs and the 2tk in/
out, L-PAD 6X is the ideal tool for one man bands, speech, background music 
diffusion and parties. The 16-preset Internal FX DSP allows the sound to be 
improved, adding accurate and warm effects. Thanks to the accurate Italian 
design L-PAD 6X is easy to grab and handle in all situations. It is possible to 
install L-PAD 6X on a mic stand with the dedicated accessories. 

L-PAD 6X
6 CHANNEL MIXING CONSOLE WITH EFFECTS

2 mono INPUT + 2 stereo INPUT

1 FX send

3band/2band EQ

Internal Digital Effects: warm & bright hall, warm & bright room, 

vocal, plate, stereo delay, rev+delay, rev+chorus

External PSU 18V~ 1000mA

MIC PREAMP
Transparent sound mic preamp with 
high-range gain scale and 75Hz low 
cut filter.

INTERNAL EFFECTS
This L-PAD mixer offers a powerful 
internal DSP effects. The 16 preset 

selector allows you to choose 
between several warm effects

Thanks to the MIC STAND accessory it is 
possible to install the L-PAD 6X mixer on a 
standard microphone stand.

MIC STAND

p.n. 171.40.036 (US)
p.n. 171.40.029 (EU)
p.n. 171.40.048 (JA)
p.n. 171.40.049 (AU)
p.n. 171.40.057 (UK)

MICROPHONE PREAMPS
Ultra low noise
transparent sound
mic preamps.

Aesthetic design, enabling the mixer to be 
grabbed in an easy and secure way.

+48V phantom power switch
for condenser microphones.

DESIGN

PHANTOM POWER
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Mono channels
Microphone input

Frequency response
Distortion(THD+N)

Gain range
Max. input

SNR
Phantom power

  
Line input

Frequency response
Distortion(THD+N)

Sensitivity range

Stereo input channels
Line input

Frequency response
Distortion(THD+N)

Sensitivity range
SNR

Channels EQ
High
Mid
Low

2-TRACK IN
TAPE IN

Frequency Response
Distortion (THD+N)

Gain Range

STEREO RETURN
Input

Frequency response
Distortion(THD+N)

GAIN range
SNR

Impedances
Microphone input

All other input
Tape out

All other out

DSP section
A/D and D/A converters

Type of effects

Controls

FOOT-SW

Main mix section
Max. MAIN MIX output

 AUX  range
Fader range

PHONES/CONTROL-ROOM
 range

Hum & Noise

Crosstalk

Power supply
AC adaptor 18VAC

 Power consumption
 Dimensions

Weight

XLR balanced
10Hz to 55kHz,+/-3dB
<0.03% at +0dB ,22Hz~22kHz  A-weighted
0dB to -50dB  
+15 dB
<-100dBr   A-weighted
+48V  with switch control
 
1/4’ TRS with balanced
10Hz to 55kHz,+/-3dB
<0.03% at +0dB ,22Hz~22kHz  A-weighted
+15dB~ -35dB    
 

1/4’ TRS with un-balanced
10Hz to 55kHz,+/-3dB
<0.03% at +0dB ,22Hz~22kHz  A-weighted
+22dBu
<-100dBr   A-weighted
 
Mono channel		  Stereo channel
+/-15dB @12kHz		  +/-15dB @12kHz
+/-15dB @2.5Hz
+/-15dB @80Hz		  +/-15dB @80Hz
 

RCA jack
10Hz to 55kHz,+/-3dB
<0.03% at +0dB ,22Hz~22kHz  A-weighted
OFF to +10dB
 

1/4’ TRS with un-balanced
10Hz to 55kHz,+/-3dB
<0.03% at +0dB ,22Hz~22kHz  A-weighted
OFF TO +10dB
<-100dBr   A-weighted
 

3.6kΩ
10kΩ   or greater
1kΩ
120Ω
 
 
24bit
warm hall, bright hall, warm room, bright room, vocal,
plate, stereo delay, rev+delay, rev+chorus
16 position preset selector
Mute switch & Foot-switching with LED indicator
TIP:FX      SLEEVE:GND
 
 
+22dBu un-balanced
OFF  to  +10dB  
OFF  to  +10dB 
OFF  to  +10dB  

<-80dB @ 20Hz~22kHz  A-weighted﹑1 channel & MAIN
level:0dB,the other :minimum
<-80dB @0dB 20Hz~22kHz  A-weighted﹑MAIN 
level:0dB,the other :minimum,
  

1000mA
17W (all loaded)
L=275mm, W=195mm, H=75mm
1,325 kg

SPECIFICATIONS
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With two transparent sound mic inputs, two stereo line inputs and the 2tk in/
out, L-PAD 6 is the ideal tool for one man bands, speech, background music 
diffusion and parties. Thanks to the accurate Italian design L-PAD 6 is easy to 
grab, transport and handle. It is possible to install L-PAD 6 on a mic stand with 
the dedicated accessories.

L-PAD 6
6 CHANNEL MIXING CONSOLE

2 mono INPUT + 2 stereo INPUT

1 AUX send

3band/2band EQ

External PSU 18V~ 1000mA

DESIGN
The line project of L-PAD mixers 
combine a modern and excellent 
ergonomic design. 

MIC PREAMP
Transparent sound mic preamp with 

high-range gain scale.

The side profile presents an original aesthetic 
design ensuring to grab the mixer in an easy 
and secure way.

MICROPHONE PREAMPS
Ultra low noise
transparent sound
mic preamps.

CHANNEL CONTROL
Super Smooth Volume knob.

EQ
Three Band Accurate EQ.

DESIGN

p.n. 171.40.035 (US)
p.n. 171.40.028 (EU)
p.n. 171.40.050 (JA)
p.n. 171.40.051 (AU)
p.n. 171.40.056 (UK)
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Mono channels
Microphone input

Frequency response
Distortion(THD+N)

Gain range
Max. input

SNR
Phantom power

 
 Line input

Frequency response
Distortion(THD+N)

Sensitivity range

Stereo input channels
Line input

Frequency response
Distortion(THD+N)

Sensitivity range
SNR

Channels EQ
High
Mid
Low

2-TACK IN
TAPE IN

Frequency Response
Distortion (THD+N)

Gain Range

STEREO RETURN
Input

Frequency response
Distortion(THD+N)

GAIN range
SNR

Impedances
Microphone input

All other input
Tape out

All other out

Main mix section
Max. MAIN MIX output

 AUX  range
Fader range

PHONES/CONTROL-ROOM
 range

Hum & Noise

Crosstalk

Power supply
AC adaptor 18VAC

 Power consumption 
Dimensions

Weight

XLR balanced
10Hz to 55KHz,+/-3dB
<0.03% at +0dB ,22Hz~22KHz  A-weighted
0dB to -50dB
+15 dB
<-100dBr   A-weighted
+48V  with switch control

1/4’ TRS with balanced
10Hz to 55KHz,+/-3dB
<0.03% at +0dB ,22Hz~22KHz  A-weighted
+15dB~ -35dB   

 
1/4’ TRS with un-balanced
10Hz to 55KHz,+/-3dB
<0.03% at +0dB ,22Hz~22KHz  A-weighted
+22dBu
<-100dBr   A-weighted
 
Mono channel		  Stereo channel
+/-15dB @12KHz		  +/-15dB @12KHz
+/-15dB @2.5Hz
+/-15dB @80Hz		  +/-15dB @80Hz
 
 
RCA  jack
10Hz to 55KHz,+/-3dB
<0.03% at +0dB ,22Hz~22KHz  A-weighted
OFF to +10dB
 

1/4’ TRS with un-balanced
10Hz to 55KHz,+/-3dB
<0.03% at +0dB ,22Hz~22KHz  A-weighted
OFF TO +10dB
<-100dBr   A-weighted
 
Impedances
3.6kΩ
10kΩ   or greater
1kΩ
120Ω
 
  
+22dBu un-balanced
OFF  to  +10dB  
OFF  to  +10dB  
OFF  to  +10dB  

<-80dB @ 20Hz~22KHz  A-weighted﹑1 channel & MAIN 
level:0dB,the other :minimum
<-80dB @0dB 20Hz~22KHz  A-weighted﹑MAIN 
level:0dB,the other :minimum
 
 
1000mA
17W (all loaded)
L=275mm, W=195mm, H=75mm
1,300 kg

SPECIFICATIONS
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Useful in any application the L-PAD audio mixer line has the ability to install an add-on board for the optional recording and playback of MP3 audio files. Files can 
be collected in a USB pen size up to 32GB and managed by a convenient, dedicated transport panel. One further optional Bluetooth card allows devices such as 
smartphones or tablet computers to be connected, and music played directly into the L-PAD mixer. 

Carry in an easy and secure way your L-PAD mixer using the L-PAD padded bags. Use them for mixer and accessories as cables, microphones, tablet computers 
transportation.

Easily install your L-PAD mixer in a rack or flight case using the rack mount accessories. Very interesting for the small L-PAD mixer versions the possibility of Mic 
Stand installation using the Mic Stand accessory.

ACCESSORIES
ADD-ON BOARDS - BAGS - RACK MOUNT

L-PAD PLAYER CARD

An MP3 player can be added to your L-PAD mixer by 
installing this intelligent card in its dedicated slot.
Place your preferred MP3 songs on a USB stick, evenly 
divided in separated folders, plug the USB stick into 
its dedicated port on the PLAYER CARD and play your 
music through the L-PAD mixer without any further 
external device.

L-PAD PLAYER/RECORDER CARD

An MP3 player and recorder can be added to your L-PAD 
mixer by installing this intelligent card in its dedicated 
slot. Place your preferred MP3 songs on a USB stick, 
evenly divided in separated folders, plug the USB stick 
into its dedicated port on the PLAYER CARD and play 
your music through the L-PAD mixer without any further 
external device. Record the music program present on 
MAIN MIX just by pressing the REC button. This is an 
ideal accessory to record your rehearsal or gigs.

L-PAD BLUETOOTH™ CARD

The BLUETOOTHTM CARD can be connected to any 
BLUETOOTHTM device, such as smartphones or tablets 
and your playlist will be reproduced directly through the 
L-PAD mixer. This card allows a highly practical wireless 
connection with the mixer — ideal for background 
music reproduction or any other music application.

p/n 133.60.287

p/n 133.60.288

p/n 133.60.289

USB/MP3

USB/MP3
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L-PAD BAG 6/6X

Padded duffle bag for mixers RCF L-PAD 6 and 
6X with handle, shoulder belt and accessories 
for use as a backpack. (When not in use the 
backpack accessories can be hidden).
Two internal sections that can fit power supply 
or other accessories. Wide front pocket with 
separated compartment for tablet computers.  
Personalized RCF zip-pullers.

L-PAD BAG 8C/8CX/10C

Padded duffle bag for mixers RCF L-PAD 8C, 
8CX and 10C with handle, shoulder belt and 
accessories for use as a backpack. (When not in 
use the backpack accessories can be hidden).
Two internal sections that can fit power supply 
or other accessories. Wide front pocket with 
separated compartment for tablet computers. 
Personalized RCF zip-pullers.Personalized RCF 
zip-pullers.

L-PAD BAG 12C/12CX

Padded duffle bag for mixers RCF L-PAD 12C 
and 12CX with handle, shoulder belt and 
accessories for use as a backpack. (When not in 
use the backpack accessories can be hidden).
Wide front pocket with separated compartment 
for tablet computers. 
Personalized RCF zip-pullers.

MIC STAND

This accessory 
allows the L-PAD 
6, 6x, 8c, 8cx, 10c 
to be installed on a 
standard 5/8” mic 
stand. LP8/10 RACK MOUNT PRO

10RU Rack Mount 
frame accessory, 
with cables slots, 
for mixers L-PAD 
8C, 8CX and 10C.

LP12 RACK MOUNT PRO

12RU Rack Mount 
frame accessory, 
with cables slots, 
for mixers L-PAD 
12C and 12CX.

LP8/10 RACK MOUNT

Rack Mount 
accessories for 
mixers L-PAD 8C, 
L-PAD 8CX and
L-PAD 10C.

LP12 RACK MOUNT

Rack Mount 
accessories for
mixers L-PAD 12C 
and L-PAD 12CX.

p/n 133.60.307 p/n 133.60.308 p/n 133.60.309

p/n 133.60.290

p/n 133.60.310

p/n 133.60.291

p/n 133.60.311

p/n 133.60.292




